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VEHICLE SPECIFICATIONS

* Type : MANI (hydropneumatic suspension)
* Total weight: 19 tons/- HP : 250 ch din
*Length:9,2m

* Width : 2,50 m

*High:4m

Air conditioning : 3 Groups

Power : 380 V Triphase /35 KVA

OB Van 23

VIDEO

+ OB VAN PAL
* Up to 10 Triax Cameras
THOMSON TTV 1657 CCD
* Tripods VINTEN V70 - Vision 22
* Video mixer : Grass Valley GVG 200-2 P
20 inputs : 2 Mix / Effect 1 DSK
Clean Feed output
« DVE : DPM 700, 2 channels 3D
» Character generator : Chyron Max +
Logo compose
» Synchronizers : SNELL & WILCOX TBS 24
+ Switching matrix : GVG Video 32 x 32
* Monitoring : SONY
» Waveform : TEKTRONIX - Demodulator :
UHF / VHF
 Capacity : 8 VTR + 4 Slow motion position

AUDIO

* Console : SOUNDCRAFT 24 inputs 8/8 +
Premix 8 inputs

* Micros : SHOEPS, SENNHEISSER, BEYER,
TRAM

» Miscellaneous : compressors - limitors DBX ...

* Digital effects : YAMAHA SPX

* Hybrid tel

TALK BACK

* TELEX Mc Curdy 36 x 36, 4 wires system
* 3 RTS 2 wires
* RF Talky MOTOROLA
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